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RC

Fiche Produit Panneau RC 

Embossages  

Panneau anti-pince-doigts à face extérieure emboutie d’une cassette. 
Disponible en hauteurs 500, 555 et 610mm cassette centrée, up ou down. 
Face intérieure  lignée, embossée Stucco, RAL 9010. 
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Lisse Bois 

Référence Hauteur Embossage 
037 500 Lisse 
081 555 Lisse 
038 610 CN Lisse 
039 610 UP Lisse 
040 610 DN Lisse 
041 500 Bois 
082 555 Bois 
042 610 CN Bois 
043 610 UP Bois 
044 610 DN Bois 

✔= Standard, O = Option (min. 100m²)
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85/112.5 

RC 500/555 

RCUP RCCN 
RCDN 

500/555/610 

85/112.5/140/195 

Septembre 2013 

PANEL

Fingersafe panel with raised cassette in outer sheet
Available in heigths 500, 555 and 610mm with cassette centered, up or down.

Inner sheet : ribbed, stucco embossed, RAL 9010.

REFERENCE HEIGHT EMBOSSING

037 500 Smooth

081 555 Smooth

038 610 CN Smooth

039 610 UP Smooth

040 610 DN Smooth

041 500 Woodgrain

082 555 Woodgrain

042 610 CN Woodgrain

043 610 UP Woodgrain

044 610 DN Woodgrain

Woodgrain

EMBOSSING

Smooth

COLORS

 = Standard  = Option (min. 100 m2)

9010

500 WOODGRAIN          

555 WOODGRAIN       

610 WOODGRAIN          

500 SMOOTH          

555 SMOOTH       

610 SMOOTH         


